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SOURCE: Amdt. 195-73, 66 FR 67004, Dec. 27,
2001, unless otherwise noted.

§195.551 What do the regulations in
this subpart cover?

This subpart prescribes minimum re-

quirements for protecting steel pipe-
lines against corrosion.

§195.553 What  special
apply to this subpart?

definitions

As used in this subpart—

Active corrosion means continuing
corrosion which, wunless controlled,
could result in a condition that is det-
rimental to public safety or the envi-
ronment.

Buried means covered or in contact
with soil.

Direct assessment means an integrity
assessment method that utilizes a
process to evaluate certain threats
(i.e., external corrosion, internal corro-
sion and stress corrosion cracking) to a
pipeline segment’s integrity. The proc-
ess includes the gathering and integra-
tion of risk factor data, indirect exam-
ination or analysis to identify areas of
suspected corrosion, direct examina-
tion of the pipeline in these areas, and
post assessment evaluation.

Electrical survey means a series of
closely spaced pipe-to-soil readings
over a pipeline that are subsequently
analyzed to identify locations where a
corrosive current is leaving the pipe-
line.

External corrosion direct assessment
(ECDA) means a four-step process that
combines pre-assessment, indirect in-
spection, direct examination, and post-
assessment to evaluate the threat of
external corrosion to the integrity of a
pipeline.

Pipeline environment includes soil re-
sistivity (high or low), soil moisture
(wet or dry), soil contaminants that
may promote corrosive activity, and
other known conditions that could af-
fect the probability of active corrosion.

You means operator.

[Amdt. 195-73, 66 FR 67004, Dec. 27, 2001, as

amended by Amdt. 195-85, 70 FR 61576, Oct.
25, 2005]
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§195.555 What are the qualifications
for supervisors?

You must require and verify that su-
pervisors maintain a thorough knowl-
edge of that portion of the corrosion
control procedures established under
§195.402(c)(3) for which they are respon-
sible for insuring compliance.

§195.557 Which pipelines must have
coating for external corrosion con-
trol?

Except bottoms of aboveground
breakout tanks, each buried or sub-
merged pipeline must have an external
coating for external corrosion control
if the pipeline is—

(a) Comnstructed, relocated, replaced,
or otherwise changed after the applica-
ble date in §195.401(c), not including
the movement of pipe covered by
§195.424; or

(b) Converted under §195.5 and—

(1) Has an external coating that sub-
stantially meets §195.559 before the
pipeline is placed in service; or

(2) Is a segment that is relocated, re-
placed, or substantially altered.

§195.559 What coating material may I
use for external corrosion control?

Coating material for external corro-
sion control under §195.557 must—

(a) Be designed to mitigate corrosion
of the buried or submerged pipeline;

(b) Have sufficient adhesion to the
metal surface to prevent under film
migration of moisture;

(c) Be sufficiently ductile to resist
cracking;

(d) Have enough strength to resist
damage due to handling and soil stress;

(e) Support any supplemental ca-
thodic protection; and

(f) If the coating is an insulating
type, have low moisture absorption and
provide high electrical resistance.

§195.561 When must I inspect pipe
coating used for external corrosion
control?

(a) You must inspect all external pipe
coating required by §195.557 just prior
to lowering the pipe into the ditch or
submerging the pipe.

(b) You must repair any coating dam-
age discovered.
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